
TradiTionally
ManufacTured ProducTs

LH Volute RH TurnoutRH Volute LH Turnout RH Turnout
7031 ......... (use with LJ-6010).........7036
7131 ......... (use with LJ-6109).........7136
7231 ......... (use with LJ-6210).........7236
7431 ......... (use with LJ-6400).........7436
7531 ......... (use with LJ-6519).........7536
7631 ......... (use with LJ-6601).........7636
7731 ......... (use with LJ-6701).........7736
7931 ......... (use with LJ-6900).........7936
7A31 ........ (use with LJ-6A10) ........7A36
7B31 ........ (use with LJ-6B10) ........7B36

LH Climbing Volute RH Climbing Volute
S-7030  ........ (use with LJ-6010) ......S-7035 
S-7130  ........ (use with LJ-6109) ......S-7135 
S-7230  ........ (use with LJ-6210) ......S-7235 
S-7430  ........ (use with LJ-6400) ......S-7435 
S-7530  ........ (use with LJ-6519) ......S-7535 
S-7630  ........ (use with LJ-6601) ......S-7635 
S-7730  ........ (use with LJ-6701) ......S-7735 
S-7930  ........ (use with LJ-6900) ......S-7935 
S-7A30  ........ (use with LJ-6A10) ......S-7A35
S-7B30  ........ (use with LJ-6B10) ......S-7B35

LH Turnout
S-7041  ........ (use with LJ-6010) ......S-7046 
S-7141  ........ (use with LJ-6109) ......S-7146 
S-7241  ........ (use with LJ-6210) ......S-7246 
S-7441  ........ (use with LJ-6400) ......S-7446 
S-7541  ........ (use with LJ-6519) ......S-7546 
S-7641  ........ (use with LJ-6601) ......S-7646 
S-7741  ........ (use with LJ-6701) ......S-7746 
S-7941  ........ (use with LJ-6900) ......S-7946 
S-7A41  ........ (use with LJ-6A10) ......S-7A46
S-7B41  ........ (use with LJ-6B10) ......S-7B46

S-7040  ........ (use with LJ-6010) ......S-7045 
S-7140  ........ (use with LJ-6109) ......S-7145 
S-7240  ........ (use with LJ-6210) ......S-7245 
S-7440  ........ (use with LJ-6400) ......S-7445 
S-7540  ........ (use with LJ-6519) ......S-7545 
S-7640  ........ (use with LJ-6601) ......S-7645 
S-7740  ........ (use with LJ-6701) ......S-7745 
S-7940  ........ (use with LJ-6900) ......S-7945 
S-7A40  ........ (use with LJ-6A10) ......S-7A45
S-7B40  ........ (use with LJ-6B10) ......S-7B45

S-7010 ..... (use with LJ-6010)
S-7110 ..... (use with LJ-6109)
S-7210 ..... (use with LJ-6210)
S-7410 ..... (use with LJ-6400)
S-7510 ..... (use with LJ-6519)
S-7610 ..... (use with LJ-6601)
S-7710 ..... (use with LJ-6701)
S-7910 ..... (use with LJ-6900)
S-7A10 .... (use with LJ-6A10)
S-7B10 .... (use with LJ-6B10)

Starting Easing with Cap

7038 .....(use with LJ-6010)
7138 .....(use with LJ-6109)
7238 .....(use with LJ-6210)
7438 .....(use with LJ-6400)
7538 .....(use with LJ-6519)
7638 .....(use with LJ-6601)
7738 .....(use with LJ-6701)
7938 .....(use with LJ-6900)
7A38 ....(use with LJ-6A10)
7B38 ....(use with LJ-6B10)

Vertical Volute

7⅝"

31"=22⅝"
34"=25⅝"
36"=27⅝"
39"=30⅝"
42"=33⅝"

S-5015

1¼" Square Balusters

31"=30¼"
34"=33¼"
36"=35¼"
39"=38¼"
42"=41¼"

S-5040

5⅞"

31"=19⅛"
34"=21½"
36"=24"

39"=27⅛"
42"=27¾"

S-5067

31"=5¼"
34"=5⅞"
36"=5⅜"
39"=5¼"
42"=7⅝"

8¼"

31"=16¾"
34"=18¾"
36"=20¾"
39"=23¾"
42"=26¾"

S-5141

31"=5¼"
34"=6¼"
36"=6¼"
39"=6¼"
42"=6¼"

7¾"

31"=23¼"
34"=26¼"
36"=28¼"
39"=31¼"
42"=34¼"

S-5300

17½"

S-5005

31"=6¾"
34"=12¾"
36"=14¾"
39"=15¾"
42"=18¾"

5¾"

7¾"

31"=16⅝"
34"=19⅝"
36"=21⅝"
39"=24⅝"
42"=25⅜"

S-5105

31"=5⅞"
34"=5⅞"
36"=5⅞"
39"=5⅞"
42"=8⅛"

31"
34"
36"
39"
42"

S-5360S-5060

31"
34"
36"
39"
42"

1¾" Square Balusters

LJ-6010 LJ-6109 LJ-6210 LJ-6400 LJ-6519 LJ-6601 LJ-6701 LJ-6900 LJ-6A10 LJ-6B10

Handrail fittings are available in the handrail profiles shown below. When ordering handrail fittings to match the chosen 
handrail, the second digit indicates the matching profile. Many of the fittings are also available plowed by designating a 
plowed fitting with a “P” suffix. Fillet is included with each plowed fitting. 

Handrail Fittings
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Up

Utility Newel 

UpUp

Utility Newel Utility Newel 

Up Up Up

Intermediate 
Landing Newel 

Up

Intermediate 
Landing Newel 

RH Gooseneck
No Cap

S-7071 ..... (use with LJ-6010) .....S-7076
S-7171 ..... (use with LJ-6109) .....S-7176
S-7271 ..... (use with LJ-6210) .....S-7276
S-7471 ..... (use with LJ-6400) .....S-7476
S-7571 ..... (use with LJ-6519) .....S-7576
S-7671 ..... (use with LJ-6601) .....S-7676
S-7771 ..... (use with LJ-6701) .....S-7776
S-7971 ..... (use with LJ-6900) .....S-7976
S-7A71 .... (use with LJ-6A10) .....S-7A76
S-7B71 .... (use with LJ-6B10) .....S-7B76

LH Gooseneck
No Cap

RH Gooseneck
No Cap

S-7090-2 .... (use with LJ-6010) ....S-7095-2
S-7190-2 .... (use with LJ-6109) ....S-7195-2
S-7290-2 .... (use with LJ-6210) ....S-7295-2
S-7490-2 .... (use with LJ-6400) ....S-7495-2
S-7590-2 .... (use with LJ-6519) ....S-7595-2
S-7690-2 .... (use with LJ-6601) ....S-7695-2
S-7790-2 .... (use with LJ-6701) ....S-7795-2
S-7990-2 .... (use with LJ-6900) ....S-7995-2
S-7A90-2 ... (use with LJ-6A10) ...S-7A95-2
S-7B90-2 ... (use with LJ-6B10) ...S-7B95-2

LH Gooseneck
No Cap

RH Gooseneck
With Cap

S-7081 ..... (use with LJ-6010) .....S-7086
S-7181 ..... (use with LJ-6109) .....S-7186
S-7281 ..... (use with LJ-6210) .....S-7286
S-7481 ..... (use with LJ-6400) .....S-7486
S-7581 ..... (use with LJ-6519) .....S-7586
S-7681 ..... (use with LJ-6601) .....S-7686
S-7781 ..... (use with LJ-6701) .....S-7786
S-7981 ..... (use with LJ-6900) .....S-7986
S-7A81 .... (use with LJ-6A10) .....S-7A86
S-7B81 .... (use with LJ-6B10) .....S-7B86

LH Gooseneck
With Cap

RH Gooseneck
With Cap

S-7091-2 .... (use with LJ-6010) ....S-7092-2
S-7191-2 .... (use with LJ-6109) ....S-7192-2
S-7291-2 .... (use with LJ-6210) ....S-7292-2
S-7491-2 .... (use with LJ-6400) ....S-7492-2
S-7591-2 .... (use with LJ-6519) ....S-7592-2
S-7691-2 .... (use with LJ-6601) ....S-7692-2
S-7791-2 .... (use with LJ-6701) ....S-7792-2
S-7991-2 .... (use with LJ-6900) ....S-7992-2
S-7A91-2 ... (use with LJ-6A10) ...S-7A92-2
S-7B91-2 ... (use with LJ-6B10) ...S-7B92-2

LH Gooseneck
With Cap

RH Gooseneck
No Cap

S-7050 ..... (use with LJ-6010) .....S-7055
S-7150 ..... (use with LJ-6109) .....S-7155
S-7250 ..... (use with LJ-6210) .....S-7255
S-7450 ..... (use with LJ-6400) .....S-7455
S-7550 ..... (use with LJ-6519) .....S-7555
S-7650 ..... (use with LJ-6601) .....S-7655
S-7750 ..... (use with LJ-6701) .....S-7755
S-7950 ..... (use with LJ-6900) .....S-7955
S-7A50 .... (use with LJ-6A10) .....S-7A55
S-7B50 .... (use with LJ-6B10) .....S-7B55

LH Gooseneck
No Cap

RH Gooseneck
With Cap

S-7060 ..... (use with LJ-6010) .....S-7065
S-7160 ..... (use with LJ-6109) .....S-7165
S-7260 ..... (use with LJ-6210) .....S-7265
S-7460 ..... (use with LJ-6400) .....S-7465
S-7560 ..... (use with LJ-6519) .....S-7555
S-7660 ..... (use with LJ-6601) .....S-7665
S-7760 ..... (use with LJ-6701) .....S-7765
S-7960 ..... (use with LJ-6900) .....S-7965
S-7A60 .... (use with LJ-6A10) .....S-7A65
S-7B60 .... (use with LJ-6B10) .....S-7B65

LH Gooseneck
With Cap
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S-7088-2 ...... (use with LJ-6010) ......... S-7097 ...........(use with LJ-6010) ..........S-7099
S-7188-2 ...... (use with LJ-6109) ......... S-7197 ...........(use with LJ-6109) ..........S-7199
S-7288-2 ...... (use with LJ-6210) ......... S-7297 ...........(use with LJ-6210) ..........S-7299
S-7488-2 ...... (use with LJ-6400) ......... S-7497 ...........(use with LJ-6400) ..........S-7499
S-7588-2 ...... (use with LJ-6519) ......... S-7597 ...........(use with LJ-6519) ..........S-7599
S-7688-2 ...... (use with LJ-6601) ......... S-7697 ...........(use with LJ-6601) ..........S-7699
S-7788-2 ...... (use with LJ-6701) ......... S-7797 ...........(use with LJ-6701) ..........S-7799
S-7988-2 ...... (use with LJ-6900) ......... S-7997 ...........(use with LJ-6900) ..........S-7999
S-7A88-2 ..... (use with LJ-6A10) ......... S-7A97 ..........(use with LJ-6A10) .........S-7A99
S-7B88-2 ..... (use with LJ-6B10) ......... S-7B97 ..........(use with LJ-6B10) .........S-7B99

Gooseneck
With Tandem Cap

Gooseneck
With Cap

Gooseneck
No Cap

S-7014 ..... (use with LJ-6010)
S-7114 ..... (use with LJ-6109)
S-7214 ..... (use with LJ-6210)
S-7414 ..... (use with LJ-6400)
S-7514 ..... (use with LJ-6519)
S-7614 ..... (use with LJ-6601)
S-7714 ..... (use with LJ-6701)
S-7914 ..... (use with LJ-6900)
S-7A14 .... (use with LJ-6A10)
S-7B14 .... (use with LJ-6B10)

90° Upeasing
S-7015 ..... (use with LJ-6010)
S-7115 ..... (use with LJ-6109)
S-7215 ..... (use with LJ-6210)
S-7415 ..... (use with LJ-6400)
S-7515 ..... (use with LJ-6519)
S-7615 ..... (use with LJ-6601)
S-7715 ..... (use with LJ-6701)
S-7915 ..... (use with LJ-6900)
S-7A15 .... (use with LJ-6A10)
S-7B15 .... (use with LJ-6B10)

Starting Easing

S-7016 ..... (use with LJ-6010)
S-7116 ..... (use with LJ-6109)
S-7216 ..... (use with LJ-6210)
S-7416 ..... (use with LJ-6400)
S-7516 ..... (use with LJ-6519)
S-7616 ..... (use with LJ-6601)
S-7716 ..... (use with LJ-6701)
S-7916 ..... (use with LJ-6900)
S-7A16 .... (use with LJ-6A10)
S-7B16 .... (use with LJ-6B10)

Starting Overeasing
S-7019 ..... (use with LJ-6010)
S-7119 ..... (use with LJ-6109)
S-7219 ..... (use with LJ-6210)
S-7419 ..... (use with LJ-6400)
S-7519 ..... (use with LJ-6519)
S-7619 ..... (use with LJ-6601)
S-7719 ..... (use with LJ-6701)
S-7919 ..... (use with LJ-6900)
S-7A19 .... (use with LJ-6A10)
S-7B19 .... (use with LJ-6B10)

Opening Cap
S-7020 ..... (use with LJ-6010)
S-7120 ..... (use with LJ-6109)
S-7220 ..... (use with LJ-6210)
S-7420 ..... (use with LJ-6400)
S-7520 ..... (use with LJ-6519)
S-7620 ..... (use with LJ-6601)
S-7720 ..... (use with LJ-6701)
S-7920 ..... (use with LJ-6900)
S-7A20 .... (use with LJ-6A10)
S-7B20 .... (use with LJ-6B10)

Tandem Cap
S-7021 ..... (use with LJ-6010)
S-7121 ..... (use with LJ-6109)
S-7221 ..... (use with LJ-6210)
S-7421 ..... (use with LJ-6400)
S-7521 ..... (use with LJ-6519)
S-7621 ..... (use with LJ-6601)
S-7721 ..... (use with LJ-6701)
S-7921 ..... (use with LJ-6900)
S-7A21 .... (use with LJ-6A10)
S-7B21 .... (use with LJ-6B10)

Quarterturn with Cap

S-7008 ..... (use with LJ-6010)
S-7208 ..... (use with LJ-6210)
S-7A08 .... (use with LJ-6A10)

Coped End
S-7009 ..... (use with LJ-6010)
S-7109 ..... (use with LJ-6109)
S-7209 ..... (use with LJ-6210)
S-7409 ..... (use with LJ-6400)
S-7509 ..... (use with LJ-6519)
S-7609 ..... (use with LJ-6601)
S-7709 ..... (use with LJ-6701)
S-7909 ..... (use with LJ-6900)
S-7A09 .... (use with LJ-6A10)
S-7B09 .... (use with LJ-6B10)

Returned End
S-7011 ..... (use with LJ-6010)
S-7111 ..... (use with LJ-6109)
S-7211 ..... (use with LJ-6210)
S-7411 ..... (use with LJ-6400)
S-7511 ..... (use with LJ-6519)
S-7611 ..... (use with LJ-6601)
S-7711 ..... (use with LJ-6701)
S-7911 ..... (use with LJ-6900)
S-7A11 .... (use with LJ-6A10)
S-7B11 .... (use with LJ-6B10)

Level Quarterturn
S-7012 ..... (use with LJ-6010)
S-7112 ..... (use with LJ-6109)
S-7212 ..... (use with LJ-6210)
S-7412 ..... (use with LJ-6400)
S-7512 ..... (use with LJ-6519)
S-7612 ..... (use with LJ-6601)
S-7712 ..... (use with LJ-6701)
S-7912 ..... (use with LJ-6900)
S-7A12 .... (use with LJ-6A10)
S-7B12 .... (use with LJ-6B10)

Upeasing
S-7013 ..... (use with LJ-6010)
S-7113 ..... (use with LJ-6109)
S-7213 ..... (use with LJ-6210)
S-7413 ..... (use with LJ-6400)
S-7513 ..... (use with LJ-6519)
S-7613 ..... (use with LJ-6601)
S-7713 ..... (use with LJ-6701)
S-7913 ..... (use with LJ-6900)
S-7A13 .... (use with LJ-6A10)
S-7B13 .... (use with LJ-6B10)

Overeasing

UpUp

Utility Newel Utility Newel Utility Newel 

Up

Utility Newel 

Up
Up Up

Utility Newel 

Up

Utility Newel 

Up

LH “S” Shaped Fitting RH “S” Shaped Fitting
7047  .......... (use with LJ-6010) .........7048 
7147  .......... (use with LJ-6109) .........7148 
7247  .......... (use with LJ-6210) .........7248 
7447  .......... (use with LJ-6400) .........7448 
7547  .......... (use with LJ-6519) .........7548 
7647  .......... (use with LJ-6601) .........7648 
7747  .......... (use with LJ-6701) .........7748 
7947  .......... (use with LJ-6900) .........7948 
7A47  ......... (use with LJ-6A10) .........7A48
7B47  ......... (use with LJ-6B10) .........7B48


